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IS Muon lonisation Cooling?

muon beam loses both transverse and longitudinal f
omentum by ionisation when passed through an “absofber’

he lost longitudinal momentum is then fully/partially
stored by RF cauvities.

e The result Is a beam of muons with reduced transverse

momentum.
" Muon - Absorber RF
. Momentum - (Liquid ~ Accelerating
_ Hydrogen) -~ Cavity

 However, this process also causes some heating due to
multiple scattering so the net cooling is a delicate balance
between these two effects:

de, 1 [dEy\ e, N 1 5.(0.014GeV)?

ds )82 E}u ﬁ?’ 2Eﬂ m, LR
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Motivation: Summary

uon colliders and neutrino factories are attractive options for future
cilities aimed at achieving the highest lepton-antilepton collision energies
nd precision measurements of parameters of the Higgs boson and the
eutrino mixing matrix.

* Performance and cost depends on how well a beam of muons can be
“cooled”.

« MICE has developed and will test a full or partial cooling cell, a series of
which would be used to produce the collider or neutrino factory.

 Short lifetime of muon means that

— traditional beam cooling techniques which reduce emittance cannot be used.

— lonisation cooling is the only practical solution to preparing high intensity muon
beams for use in these facilities.

 MICE is currently the only experiment studying ionisation cooling of muons.

* Recent progress in muon cooling design studies and prototype tests
nourishes the hope that such facilities can be begin to be built during the
next 20 years.
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MICE Step IV

hodoscope 1 high-Z diffuser Absorber/focus-coil

(ToF 0) mudule
Upstream Downstream

spectrometer module

spectremeter module

MICE Electron
Muon Muon
Beam ;
(MMB)
T quum -hydrogen
Cherenkov absorber
counters Pre-sh ower
(CKOV) Scintillating-fibre (KL}

trackers ToF 2

Includes the two solenoidal spectrometers, a pair of alternating focus coils
(field flips at centre), and an absorber (liquid-hydrogen, lithium-hydride
etc);

allows normalised emittance change of beam passing through an
absorber to be measured (before and after the absorber by the Trackers),

over a range of momenta and under a variety of focusing conditions.

However, it will lack the crucial RF re-acceleration required for
“sustainable” cooling (lost energy is not restored hence cooling cannot be
iterated).

Data taking for calibration and commissioning has begun!!!
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ICE: Demonstration of
onisation Cooling (2017)

Time-of-flight Variable thickness Primary
hodoscope 1 high-Z diffuser 204 MHz lithium-hydride 201 MHz
TnF 0 cavi absnrher cavi
MICE ( ) Upstream tﬁf ty Downstream
Muon spectrometer module ¢ spectrometer module
—> | || |
T Secondary Liquid- hydmgen Seconda
ToF 1 2
Cherenkw lithium-hydride absorber lithium-hydride
counters absorber ab5urbery
(CKOV) Focus-coil  Focus-coil
module module
Scintillating-fibre Scintillating-fibre

tracker tracker

e The cooling section contains one full absorber, plus two secondary absorbers
which protect the tracking devices from radiation emitted by the RF cavities
and also increase the measured cooling factor.

* The baseline magnetic configuration of the cooling section is referred to as
“FOFQ” and is such that the magnetic field reverses (“flips”) at the centre of
the central absorber.
 Periodic field reversal is essential for a full-length cooling channel in order

to prevent growth of canonical angular momentum.
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Electron Muon Ranger: EMR
KLOE-Light: KL
- Cerenkov: CkoVa CkoVb

- Trackers e

» 2 Tracker detectors upstream and downstream of clin”
section, each immersed in a uniform magnetic field of 4T.

 Measure the normalised emittance precision to 0.1% (beam
emittance measured before and after cooling).
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] » Two scintillating fibre ™
4 trackers, one upstream, one
downstream of the cooling
channel.

e Each within a spectrometer
solenoid producing a 4T field.

e Each tracker is 110 cm in
length and 30 cm in
diameter.

5 stations
e varying separations 20-35

cm (to determine the muon
pT).

« 3 planes of fibres per station
each at 120°.

« LED calibration system.

« Hall probes.
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e 350 um scintillating fibres
are glued into doublet
layers (planes)

* Thickness: 627um (a).

o 7 fibres are grouped into a

.., Single readout channel (b).

(This reduces the number

) of readout channels, while

s Maintaining position
resolution).

 Position resolution: 470 pm.
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_Tracker Installation

i

Trackers are sensitive to light < 450 nm....
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In The MICE Hall
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 Light carried from trackers via
external waveguides
(lightguides).

- 1 mm clear fibres.
- 152 fibres per waveguide.
- 13 waveguides per cryostat.

* Fibres readout by Visible Light
Photon Counters

— operating at liquid He
. temperatures.

S O =& - Digitised by FPGA based
S . W system from DO.
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Dead channels and electronics problems are
identified and corrected by considering low level
reconstruction objects eg hits.
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Space Point Triplets TkU S1

SP Posli 20 SP PosU2
Entres 1881 Enwies 1909
Mean x 7.938 Meany 8466
Mean y—5.964 15 Meany -9.434
RMS x 4877 FMSx 4779
RMS y 4866 10 RMSy 47.15

Tracker Commissioning

Space Point Triplets TkU S2

Space Point Triplets TkU S3

SP _PosU3

200¢

Entries 600
Mean x- 2,684

Mean y-8.005
AMS x 5069

AMSy 4879

10

15

o
Mid-Commissioning
Space Point Triplets TkU S5

Space Point Triplets TkU S4

200 SP_PosU4 20 SP_PosUS5
- Entries 1848 Enwies 1932
r Maanx 9909 Meanx 7794

150 Meany —12.73 15 Meany —14.31
: RMEx  43.99 RMSx  43.25
- RMSy  43.03 RMSy 42.49
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Tracker Commissioning

IICE
Space Point Triplets TkD S1 Space Point Triplets TkD S2 Space Point Triplets TkD S3
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Digit Channel Sum TkU

Sum of Channels Hit

«10° Ch SumU
— Entries 219975
120 — Mean 318.4
— BRMS 0.4941
100 —
B0 —
B0 —
40 —
2 Mid-Commissioning
{J _l 1 1 1 1 | 1 1 1 1 | 1 1 1 1 | 1 1 1 1 |
310 315 320 325 330

Should add up to 318 - indicates the
waveguide/channel mapping Is accurate.
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’e In Upstream Tracker

Triplet PE TkU
PE Trpl
— Entries 49918
— Mean 46.83
— BRMS 17.63
: I | 1 | I 1 1 | I | 1 il_ll_ll_l| I | 1 1 I L } 1 1 I 1
20 40 B0 80 100 120 140
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Smoothed Residuals per Plane

10— plane_s_residuals
B Entries 466140
Mean x -5.721
B Mean y 0.07257 10°
5 RMS x 7.067
| RMS y 0.3134
e K
— - = —_— —
=9 :— 10
- PRELIMINARY
10 _T | 1 | | | | 1
15 ~10 5 0 5 10 15
[ ]
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cker Alignment (Kalman) &

Smoothed Residuals per Plane

10

II|IIII|

plane_s_residuals
Entries 466140
Mean x -5.721
Mean y 0.07257 -
RMS x 7.067
RMS y 0.3134
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spacepoints
showing a particle
making a helical
trajectory in the
Downstream
Tracker
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 Two Spectrometer solenoids.

* Produce a 4 T magnetic field.

* 5 colls in each spectrometer solenoid:
« Central coil which covers the Trackers.
» 2 end colls either side of the central coill.
e 2 matching colils nearest the absorber.

* All coils wound onto the same bobbin.

e Core temperature 4 K.

* Operating pressure 1.5 bar.

» Absorber focus coil (surrounding absorber).
e flip/non-flip mode, from 2 coils.

e 1 HP MPHA o Jg
= G e

‘E | cold mass ||| E = I‘ E‘

== = —————

radiation shield radiation shield

insulating vacuum isulating vacuum
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MEASUREMENT OF THE
MAGNETIC AXIS

SSU, SSD, FC2 AND FCA1

Imperial College ...... v
London



re ey Wl )
A Survey point

Alignment = o

1 Bellows
=»> Reference particle




o s o
e A

N
Y4 pipe of
aluminum

Service module
Tooth belt
A\
Servo motor with encoder
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kmore

eld Mapper

3-axis Hall probes
measure B,, B, B,

CERN Mapper in FC2
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ore

agnet Alignment

A Survey point

Bym # Bra B, ,» and B, ,, are measured by the field mapper
B, , and B, , are the true axial values
B.._ +B —> Find the angle and offset between these values
zm Z,a
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Method 1

Slope gives k

\\!\ag“e“ o2

- - Y
/K - 3 Field Mapper Axis >Z ~ >x(y)

N\

Points don’t go through ,
SO mapper is not on
magnetic axis

X0 (Vo)

Magnetic axis is tilted w.r.t. HaII

probes/mapper .~ * Inx, mapper measures

. B, = k(z)(x — x¢) + aB, (and similar for y)
. gﬂte::g;ezflﬁgg&na?w(apge; ?:\S;em * Find k at each z, then find best p, a across
’ % Bx all measurements.

v, By) * p,a define the magnetic axis
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Method 2

SS1 Runs 58 and 59

- — /i
£ i BN s | N s
T g T NN 2 =970 M
ook at the 157 g 5 5 ¥ | 5
ansverse field ] \\\ Cufl correted )
ectors. ] = =
ectors point to the 5
agnetic axis. ]
ines along the N
transverse field il
vectors measured by -
all Hall probes at one :
Z (970mm in mapper —
coordinates) § 5 5 S =
Best fit vertex/_w_ ____________ /i \
_20__2(|J| ||_:H|5| Il—jl(ljl |""'_i5' 1 |6| T |%\| T |1i0| 1 |1i5| T |20

X mm
Plots are SSD data
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red vs Calculated field: /s,
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Magnet Alignment

e have measured the positions of the magnetic
Xes to < 1 mm.

» Data taken with only SSD powered

— Cross check magnetic analysis with beam
— Preliminary result is consistent with magnetic analysis

» 'Correcting’ bellows may be constructed for the
Demonstration of lonisation Cooling, to improve
the magnetic axis alignment further.

Thanks to Victoria Blackmore
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agnet Readiness

agnets are fully tested and have been
dually trained (outside of the MICE
Xperimental hall).

Il magnets are installed.
e Magnet training in situ has begun.

e Magnet training is due to be Comolete In the ext
few months. | A B

Imperial College ...... v
London
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Conclusions

ICE has two Tracker detectors to measure the
eam emittance before and after cooling.

[he Trackers are installed, QA'd and cosmics tested.

» Calibration and commissioning is well underway and is
going well.

e Data taking has started:
— Straight tracks for alignment.
— Tracks with field on (during magnet training).

* Two superconducting solenoids surround the Trackers and
an Alternating focus coil magnet around the absorber.

* All magnets are tested and installed.

 Magnet training Is currently in progress.
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Muon lonisation Cooling

uon beam loses both transverse and
ngitudinal momentum by ionisation cooling when
assed through an 'absorber’.

Longitudinal momentum is restored by two 201 MHz

RF cavities. A

de, 1 [dE,\ €, 1 B,1(0.014GeV)”
ds = 2\ ds | E, - B3 2E,,m, LR

Dsnlds is the rate of change of normalised-emittance within the absorber; W
B, Eu and m the muon velocity, energy, and mass respectively;
BL is the lattice betatron function at the absorber; *H eatl n g th ro u g h m u Itl p I e SCatte rl n g

L. is the radiation length of the absorber material.

MICE aims to reduce the transverse emittance of the
beam and measure the normalised emittance reduction

with a precision of 0.1%.
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MICE: The trade off

I Ny [

AL [%]
I

m m B MO N R D m

i I L0 | i | iiii I i | i | i i I i i | [ | i
2 3 4 5 6 7 8 9 1[0
g, [mm]

4
=

(left) Change in emittance, and (right) beam transmission (both in percent), vs. input emittance.

* The effect of the heating & cooling terms is an equilibrium emittance

€nea*B./BX, (dE,/ds ) below which the beam cannot be cooled.

 However, as input emittance increases, beam scraping results in increased loss.

« MICE will study this in order to obtain a complete experimental characterisation of
the cooling process.

* (Since a typical cooling channel will employ dozens to hundreds of cooling lattice
cells, the precision with which even the tails of distributions can be predicted will
have im&ortant consequences for the performance of the channel.)

Imperial
London
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T |
&/ h ,'r ! D = Dipole bending magnet Q = Quadrupole magnet

DSA = Decay Solenoid Area LM = Luminosity Monitor

Target ', CIM L 1 CKOV = Cherenkov detector KL = KLOE Light detector m
\\\\_;f — GVAI = Scintillator counter TOF = Time of Flight e e a
é‘ﬁ j I" BM = Beam Profile Monitor DS = Decay Solenoid
- I /]
_.' /
#

 |SIS 800 MeV proton beam.

e delivering 4 pC of protons

* in two 100 ns long pulses

« With mean current of 200 pA.
weemt o Titanium target is dipped into
ISIS beamline.

ISIS

GVAL BMI1 TOFO CKOVAB  TOF1

* Pions (11") produced in target decay to muons of lower momentum.
« Beam can be prepared as a 1t beam or y beam with momenta
between 140-450 MeV/c.
 Dip rate: 1 dip/2.56s
 Max Particle rate (for 1 dip/2.56s).
e u" ~120 p/dip
e U ~20 p/dip
* Most efficient usage delivers 850 p/s at 1 Hz.
* Final y beam: 1ms wide spill in 2 100ns long bursts every 324 ns.

Imperlal CO"ege Melissa Uchida NuFACT 2015
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Motivation: Muon Colliders

uons have many important advantages over
lectrons for high-energy lepton colliders:

e

suppression of radiative processes as m, =207 *m

— enables the use of storage rings and recirculating
accelerators

— “Beamsthralung” effects, (radiation due to beam-beam
Interactions), much smaller in a muon collider than an e+e-
machine

» Circular e*e- colliders are energy limited and linear colliders are long
and expensive.

- The centre of mass energy of the collision can be precisely
adjusted and the resonance structures and threshold effects
studied in great detail in a muon collider.

- Can sit on existing laboratory sites.
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“iom 1 Sl1z€ Comparison of Colliders

FNAL

Name Tevatron LEP I&_II

DES—prasant TEE B[]

Collision
energy in
TeV

Energy of
constituent
particlas

Size d=2.1km d=2km d=8.4km d=8.4km




otivation: Neutrino factory #:\/:
y &VE 5

Proton Driver ] Front End Acceleration L Storage Ring
o0]
T
ﬂ _
] — — Lo P
S ) ool © § o )] 0.2-1.2 GeV ( )
£ £ =822 % o ~0.35 km
Q (@) v L % 8 <
e O O RS o
< T 3 . o~ Accelerator Types:
. _ = Linac, Recirculating
1 possible design o Linac (RLA) or FFAG

» In order to measure 0., to 50 we must understand the neutrino

cross section to the 1% level. A neutrino factory is perhaps the
most viable solution to allow us to do this.

A muon storage ring is an ideal source for long-baseline neutrino-
oscillation experiments: via y- - e~ v, v, and g* - e*v, Vv,

* Provides collimated, high-energy neutrino beams with well-
understood composition and properties.
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IS Muon lonisation Cooling? 3

uons are passed through a liquid hydrogen "absorber
here they lose both longitudinal and transverse
omentum as they ionise the hydrogen.

» A proportion of the lost longitudinal momentum is then
restored by RF cavities.

e The result Is a beam of muons with reduced transverse

momentum.
'~ Muon - Liquid RE
- Momentum  Hydrogen = ~ Accelerating
-~ cylinder - Absorber | | Cavity

 However, this process also causes some heating so the net
cooling Is a delicate balance between these two effects
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Step |

ntal and vertical trace-space in simulation and data.

Reconstructed Simulation Data Reconstructed Simulation Data
iF I ] Foosf Fo.os]
Z0.15F 1 So.asf 1= =5
] poof oo
Toost 1 Toost { Toe g Fooz)
' of - of 1 of - of
":'-'352‘ 006F = -::l.c:;zf 43-'3'25
01f 01 opaf 004f
0.5 . 0.45F - ]
E 3 E ] Rl o m_ =" = 0" -
02555450100 "0 0 50 100 150 200 02555450900 500 0 50 100 150 200 300-150-100 500 0 50 100 150 200 S00-150°100-500 0 50 100 150 200
x &t TOF1 (mm}) x &t TOF1 {mmj) v &t TOF1 {mm) v &t TOF1 {mm)
_ _ _ B V- o B B I I I
Horizontal and vertical RMS emittance in E - S Doy hostzenn -
- - l Simulation: u* horzontal —]
data and SImUIatlon- E 3: i. Eumuamn:: horizonial 7
£ 8 Dauy veres ]
E 25__ ; Sum-..;:mn:u'verhca -]
a . . - [ Simulation: u” verical -
A novel technique based on time-of-flight b ﬁi " - E
counters was used to establish that the beam - +’i o %@ 4 .
emittances are in the range 0.6-2.8 T mm-rad, 1.5 * ES -
with central momenta from 170-280 MeV/c, and . + E
1o 'ls-i-_‘g.. «r g ]
momentum spreads of about 25 MeV/c. : Fon O oeGed ]
0.5 =
{}:"'"'"""""""""":
180 200 220 240 260 280
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gy ( 7 mm - rad)

U~ rate (muons/V- ms)

Step |

CE target dip (spill) as a function of ISIS beam loss

p- (MeV/c)

140

200

240

gy ( T mm - rad)

4.1+0.2
4.1+04
4.6 £0.2

6.3 +£0.2
4.8+0.2
5.4+0.2

(" rate (muons/V- ms)

p. (MeV/c)

140

200

240

3
6
10

16.8+1.8
17.8 £1.8
21.64+2.2

33.1+£3.2
31.04+£2.0
34.0+2.5

33.0+£2.6
31.74+£2.0
26.1+1.5

Observed particle rates in TOFO
and TOF1 detectors were recorded and time-
of-flight used to select good p tracks.

The rates are found to be linear with the ISIS
beam loss/target depth.

Errors mainly due to the time-of-flight cuts
used to define a muon.

Muons per spill is presently limited by the
tolerance of the irradiation caused in ISIS by
protons and secondary particles produced in
the MICE target.

Rates obtained are sufficient to collect the

~10° muons necessary to perform a relative
measurement of cooling with a precision of

1%, in maximum one day.
Ref. ArXiv:1203.4089

KL ADC Response - Data

KL ADC Response - Data
Entries 129870

-~ Muon Template Mean 1146
RMS 238.8

Underflow 4]
Cverflow 0
Integral

Skewness 1.35

entries

2
|

- Pion Template
—— Pi/mu beam
— Fitter

MICE Muon beam contamination

10 e

107

» Determination of MICE muon beam purity
using the KL detector. A pion contamination in
A the muon beam at or below the 1% level (<5%

| ﬁ: ii tﬁﬂ for u*) is determined.

1000 2000 3000 4000 5000 8000 7000 8000
KL ADC Product (counts)

10

10°

46
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Cooling

il 'vary the absorber material, magnetic focusing streng
ypically 5 settings), polarity and optics configuration, beam
omentum (3 settings) and emittance (3 settings)

 Absorber materials: LH 2 , empty, LiH, and possibly plastic.
 Muon momenta: 140, 200, and 240 MeV/c.
 Emittance: 3,6 and 10 Tt mm.rad

e At each momentum, it is important to study a variety of beam
emittances and 3 L values, so as to sample typical cases
along the length of an ionization cooling channel.

 Varying the muon polarity will also be valuable as a
systematics check (most of the data points will be taken with

positives).
 Muons rate reduced as synchronised to the RF waveform.
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Tracker Software

Spill

MC Event Recon Event Tracker DAQ

SciFi Hit SciFi Noise Hit SciFi Event VLSB VLSB_C
X 7
Y &
Digit Cluster Spacepoint SPR Track HPR Track Kalman Track
A i AA ! AA i i
| |
= _ _ - _ - —
————————————————————————————————————————————————————————————————————————————— Trackpoint
—e Contains pointers to (owns memory)
—————— »  Contains pointers to (does not own memory)
------ »  Linked by a Lookup
Imperlal ('o"ege Melissa Uchida NuFACT 2015
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cker Commissioning

Space Point Type Across All Stations

SP Type
Entries 122570
Mean 2.703
BMS 0.4568
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1.5 2 2.5 3 3.5 4
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Triplets in Channel TkD S5 PO
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Entries 8117
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Triplets in Channel TkD S5 P1
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acker Commissioning

Space Points per Station TkU

SP TkU
. Entries 66866
— Mean 3.016
B BMS 1.41
B | | I | I
ID'D 1 2 3 4 5 G
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